AP 1400

Stilling



AP 1400 can handle even the most demanding tasks. The strong,
cord drawn track is specially designed for the heaviest drapes,
such as stage curtains and sound-absorbing room dividers. To
ensure the best functionality, the AP 1400 is always equipped
with roller gliders with ball bearings. Can be assembled to

a length of up to 24 metres and mounted with our specially

designed ceiling brackets.

COLOURS

White Black
MATERIALS & ORIGIN
0% 100%
Recycled Conventional
aluminium aluminium

Extrusion in Lacquering in Processing in
Europe Europe Denmark

We are currently depleting our stocks of this profile made in

conventional aluminium.

32,20 mm

23,30 mm

RECOMMENDED USE

&

Ceiling- Wall Ceiling Custom
mounting mounting supports colouring
Bending Milling Recessing

SPECIFICATIONS

Materials:
Aluminium alloy 6060-6063/T5-6

Operation:
Cord drawn

Ext. dimensions:
23,30 mm x 32,20 mm

Track width:

6,0 mm

Length:
6000 mm

Max. load:
Up to 40 kg (see sep. table)

Bending radius:
Not possible

MAXIMUM LOAD

40 kg
A\
0 kg 40 Kg |

The recommended max. load depends on many

factors. Please see our Max. Load table.



PROFILE

AP 1400

Wide track profile
23,30 mm x 32,20 mm

In lengths of 6 metres
& bulks of 60 metres

White
Black

END CAPS

White
Black
Quantity: 1 pc
BRACKETS

White
Black

Quantity: 10 pcs

Silver

Quantity: 50 pcs




REGULAR GLIDERS

White
Black

Quantity: 60 pcs

ADDITIONAL ACCESSORIES

White
Black

Quantity: 1 pc

White

Quantity: 1 pc

Silver

Quantity: 1 pc

White
Black

Length: 200 m




