AP 8062-60

Stilling



SUSTAIN

AP 8062-60S is a profile with 2 tracks and a 60 mm pelmet.
Like the AP 8062S it is very suitable for hotel projects where
complete blackout is desired. The curtain track has pre-drilled
holes for direct mounting in the ceiling with screws. Supplied

in both 4,5 and 6 metres. Produced in minimum 75% recycled

aluminium, making it part of our SUSTAIN™ portfolio.

COLOURS

O

White

MATERIALS & ORIGIN

Min. 75% Max. 25%
Recycled Conventional
aluminium aluminium

Extrusion in Lacquering in Processing in
Europe Europe Denmark

Scan for more info
about SUSTAIN™
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RECOMMENDED FOR

* *

Ceiling- Wall Ceiling Custom
mounting mounting supports colouring
Bending Curving Recessing

SPECIFICATIONS

Material:
Aluminium alloy 6060-6063/T5-6

Operation:
Hand drawn

External dimensions:
55,0 mm x 60,0 mm

Track width:
6,0 mm

Length:
6000 mm / 4500 mm

Maximum load:
4 - 10 kg (see sep. table)

Bending radius:
Not possible

Environmental impact:
2,4 kg CO2e per kg (extrusion)

4,5 x 8 mm

AP 8062-605 is fitted every 22,16 cm with

pre-drilled holes measuring 4,5 x 8 mm .

MAXIMUM LOAD

10 kg

0 kg \ 40 kg

The recommended max. load depends on many

factors. Please see our Max. Load table.



PROFILE

AP 8062-60S

Wide track profile with 2 tracks & pelmet
55,0 mm x 60,0 mm

In lengths of 4,5 or 6 metres
& bulks of 45 or 60 metres

AP 8062-60 comes with pre-drilled holes
every 22,16 cm for direct mounting

White

END CAPS

White

Quantity; 100 pairs

WAVEGLIDERS

White (1050224)
Black (1050224 S)

Length: 50 m

REGULAR GLIDERS

White
Black
Gold

Quantity: 200 pcs

White

White

Quantity: 100 pcs Quantity: 100 pcs




ADDITIONAL ACCESSORIES

White
Black

Quantity: 100 pcs

White
Black

Quantity: 2000 pcs

Silver

Quantity: 100 pcs

Hvid

Saelv

Quantity: 10 pcs

36,00
32,00
pr. stk.




