
AP SAFETRACK™

F4045ST 5020 N32ST

Safetrack™ bottom part 

for  16 mm tube

V cei l ing support 

8 mm tube

Safetrack™ bracket for  V cei l ing 

support  with 8 mm tube

White

Si lver

Black

White

Si lver

White

Si lver

Black

Quanti ty:  10 pcs Quanti ty:  1 pc Quanti ty:  100 pcs

5738ST GREY 5738ST RED 5010ST 5017ST

Safetrack™ special  gl ider

Releases by a pul l  of  8 ki los 

Approved for use with prof i le 5001

Safetrack™ special  gl ider

Releases by a pul l  of  12 ki los

Approved for use with prof i le 5001

Safetrack™ cei l ing bracket
Safetrack™ end bracket for  wal l 

mounting

Grey Red

White

Si lver

Black

White

Si lver

Black

Quanti ty:  200 pcs Quanti ty:  200 pcs Quanti ty:  10 pcs Quanti ty:  10 pcs

SAFETRACK GLIDERS				 BRACKETS

ADDITIONAL ACCESSORIES

G4

A P Safe t r ac k™ is  our r ange of  ant i - l iga t ure acces s or ies ,  deve loped for 

ins t a l la t ion in ps yc hia t r ic  hospi t a l s .  T he equipment i s  des igned as an acces s or y 

for  t he A P 50 01S prof i le . 

To prevent s e l f - har m or los s o f  l i fe,  t he A P Sa fe t r ac k™ acces sor ies are 

engineered to re leas e f rom f i x ing poin t s suc h as wal l  br ac ke t s and ce i l ing 

mount s when subjec ted to a pul l  o f  17 kg. 

T he g l ider s w i l l  a l s o re leas e f rom t he t r ac k w i t h a pul l  as low as 8 kg. 

Sa fe t r ac k™ has been tes ted and cer t i f ied by t he Danish Tec hnologic a l  Ins t i t u te 

and mee t s in ter na t ional  an t i - l iga t ure s t andards .



ØVRIGT TILBEHØR

G4

INSTRUCTIONS FOR USING 

THE SAFETRACK™ GLIDERS

Place two (2)  pcs. 5738ST RED as the f i rst  gl iders in the track 

and one (1)  as the last  gl ider;  i f  possible on the outside of 

the stopper.

Place the 5738ST GRAY gl iders between these

two posit ions.

Use a maximum of  10 gl iders per metre track.


