AP 8990 SMARTLIFT™

Stilling
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SUSTAIN

The AP 8990 is our most premium roman shade system,

36,7
operated with a smart pump function called Smartlift™, which (0GR
makes the blind smooth and easy to operate. Another advantage
of Smartlift™ is that the cord is always the same length. Always
right side operation. Weight capacity of up to 4.5 kg. The
profile is produced from minimum 75% recycled aluminium,
making it part of our SUSTAIN™ portfolio. 31,8 mm
COLOURS RECOMMENDED USE

Ceiling Wall Motor
White . .
mounting mounting
Powder coating and wet lacquering in all RAL and NCS Cord Chain Smartlift™
colours is possible for an additional charge. operated operated
MATERIALS SPECIFICATIONS
Material:

Aluminium alloy 6060-6063/T5-6

Operation:
Smartlift™
Min. 75% Max.25%
K Ext. dimensions:
Recycled Conventional
P . 31,7 mm x 37,0 mm
aluminium aluminium
Min. size (recommended)
Extrusion in Lacquering in Processing in Min. width 80 cm
Europe Europe Denmark

Min. bottom weight 400 g

Max. size (recommended)

EL_-IE::I]E Max. width 280 cm
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Scan for more Environmental impact:

info about 2,56 kg CO2e per kg (unextruded)
SUSTAIN™



PROFILE

AP 8900S

SMARTLIFT™
31,70 mm x 37,00 mm White

In lengths of 5,8 metres
& bulks of 58 metres

CORD MECHANISMS

White

Quantity: 300 pcs

Transparent

White
(White cord)

Quantity: 300 pcs Quantity: 400 pcs

CORD LOCKS

Transparent

Quantity: 100 pcs

Transparent White White

Quantity: 100 pcs Quantity: 100 pcs

Quantity: 100 pcs




BRACKETS

White

Quantity: 100 pcs

White

Quantity: 100 pcs

FIBER BARS & SQUARE BARS

White

Length: 3 m

White

Length: 6 m

Silver

Length: 30 x 6 m

Silver

Length: 30 x 6 m

BOTTOM WEIGHTS

White

Length: 10 x 3 m

Silver

Length: 6 m






